
 

3 Y HAZ.LOC. a T 3 Y HAZ.LOC. a T

3 Y HAZ.LOC. a T

3 Y   a HAZ.LOC T 3 Y  a  T 

wipos PS1 24-1.25 81.000.6510.0
wipos PS1 24-2.5 81.000.6520.0

wipos PS1 24-5 81.000.6530.0

wipos PS1 24-10 81.000.6540.0
wipos PS1 24-20 81.000.6550.0

  
PS1 24-1.25
PS1 24-2.5

  
PS1 24-10 
PS1 24-20

 
PS1 24-5
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Power supply wipos  

Power supply wipos 

wipos PS1 Modules in compact design

Type Part No. Part No.

Type Part No. Part No.

Type Part No. Part No.

Technical Data   
Input voltage 85 – 264 V AC, 90 – 350 V DC
PFC – –
Hold up time > 154 ms bei 230 V > 129 ms bei 230 V
Output voltage 21.6 - 27.6 21.6 - 27.6
Output current 1.25 A  (Power Boost 120 %) 2.5 A  (Power Boost 120 %)
Parallel operation yes yes
In series connectable yes yes
Temperature range -40 … +70 °C -40 … +70 °C
Derating > 60 °C > 60 °C
Dimensions (mm) W x H x D 32 x 90 x 90 32 x 90 x 110
Weight 195 g 260 g
Type of connectors Screw terminal Screw terminal
Connector size Input 0.25 – 2.5 mm² (AWG 24 – 14) 0.35 – 2.5 mm² (AWG 22 – 14)
Connector size Output 0.35 – 2.5 mm² (AWG 22 – 14) 0.5 – 2.5 mm² (AWG 22 – 14)
Efficiency 86% 88%

Approvals

Technical Data   
Input voltage 85 – 264 V AC, 90 – 350 V DC
PFC yes
Hold up time > 42 ms at 230 V
Output voltage 21.6 - 27.6
Output current 5 A  (Power Boost 120 %)
Parallel operation yes
In series connectable yes
Temperature range -40 … +70 °C
Derating > 60 °C
Dimensions (mm) W x H x D 40 x 125 x 122.2
Weight 620 g
Type of connectors Screw terminal
Connector size Input 0.35 – 4 mm² (AWG 22 – 12)
Connector size Output 0.35 – 4 mm² (AWG 22 – 12)
Efficiency 89%

Approvals

Technical Data   
Input voltage 85 – 264 V AC, 90 – 350 V DC
PFC ja ja
Hold up time > 44 ms at 230 V > 50 ms at 230 V
Output voltage 21.6 - 27.6 21.6 - 27.6
Output current 10 A  (Power Boost 120 %) 20 A  (Power Boost 120 %)
Parallel operation yes yes
In series connectable yes yes
Temperature range -40 … +70 °C -40 … +70 °C
Derating > 60 °C > 60 °C
Dimensions (mm) W x H x D 60 x 125 x 150 95 x 125 x 150
Weight 900 g 1500 g
Type of connectors Screw terminal Screw terminal
Connector size Input 0.5 – 4 mm² (AWG 22 – 12) 1.5 – 4 mm² (AWG 16 – 12)
Connector size Output 2.5 – 4 mm² (AWG 14 – 12) 4  mm² (AWG 12)
Efficiency 92% 93%

Approvals

Special voltages on demand
Connector size fine stranded



 
PS3 24-5  
PS3 24-10

 
PS3 24-40 

  
PS3 24-20

3 HAZ.LOC. T 3 D   a HAZ.LOC. T

3 D   a HAZ.LOC. T

3 D   a  HAZ.LOC. T

wipos PS3 24-5 81.000.6560.0
wipos PS3 24-10 81.000.6570.0

wipos PS3 24-20 81.000.6580.0

wipos PS3 24-40 81.000.6590.0
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Power supply wipos 

Power supply wipos 

Type Part No. Part No.

Type Part No. 

Type Part No. 

Technical Data   
Input voltage 320 – 576 V AC, 450 – 810 V DC
PFC –
Hold up time > 20 ms at 400 V
Output voltage 22.5 -29.5
Output current 20 A  (Power Boost 24A)
Parallel operation yes
In series connectable yes
Temperature range -40 … +70 °C
Derating > 60 °C
Dimensions (mm) W x H x D 95 x 125 x 150
Weight 1600 g
Type of connectors Screw terminal
Connector size Input 0.5 – 4 mm² (AWG 20 – 12)
Connector size Output 4 mm² (AWG 12)
Efficiency 91%

Approvals

Technical Data   
Input voltage 320 – 576 V AC
PFC –
Hold up time > 20 ms at 400 V
Output voltage 22.5 - 29.5
Output current 40 A  (Power Boost 48A)
Parallel operation yes
In series connectable yes
Temperature range -40 … +70 °C
Derating > 60 °C
Dimensions (mm) W x H x D 135 x 125 x 180
Weight 2700 g
Type of connectors Screw terminal
Connector size Input 1.5 – 16 mm² (AWG 16 – 6)
Connector size Output 10 - 16 mm² (AWG 8 - 6)
Efficiency 91%

Approvals

Technical Data  
Input voltage 320 – 576 V AC, 450 – 810 V DC
PFC – –
Hold up time > 30 ms at 400 V > 20 ms at 400 V
Output voltage 22.5 -29.5 22.5 -29.5
Output current 5 A  (Power Boost 6A) 10 A  (Power Boost 12A)
Parallel operation yes yes
In series connectable yes yes
Temperature range -40 … +70 °C -40 … +70 °C
Derating > 60 °C > 60 °C
Dimensions (mm) W x H x D 40 x 125 x 122.2 60 x 125 x 150
Weight 700 g 1000 g
Type of connectors Screw terminal Screw terminal
Connector size Input 0.35 – 4 mm² (AWG 22 – 12) 0.35 – 4 mm² (AWG 22 – 12)
Connector size Output 0.75 – 4 mm² (AWG 18 – 12) 2.5 – 4 mm² (AWG 14 – 12)
Efficiency 89% 89%

Approvals
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